WIRING CONFIGURATION PRODUCT MANUAL

Wire an Ethernet cable to 5 port 10Scene connector labelled IN using the configuration shown below. Find the latest GeNetix 10Scene Contact manual below.
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GeNetix 10Scene Contacts are compatible with both the MagicQ & QuickQ software packages. Download

the latest versions below.
I e A e A
Lin
NOTE

The 10Scene Contact does not store any programming, it is a remote trigger for MagicQ & QuickQ systems.

WHAT'S IN THE BOX?
1X DIN Rail Mount  2X Wall Mounts  2X 5 Port 10Scene Connectors
1X Quickstart Guide 2X 10 Port Trigger Connectors MagicQ Download QuickQ Download
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CUSTOMER SUPPORT

WARARRANTY support@chamsys.co.uk

chamsyslighting.com/support/warranty support@chamsyslighting.com
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support@chamsyslighting.be
support@chamsyslighting.fr

This device complies with Part 15 of the FCC rules. Operation is subject to the following two conditions:

1. This device may not cause harmful interference; and
2. This device must accept any interference received, including interference that may cause undesired operation.

For more information: https:/www.chamsyslighting.com/pages/fcc-notice

ChamSys products must be disposed of in accordance with the WEEE disposal and recycling regulations
(http://ec.europa.eu/environment/waste/weee/index_en.htm)

WEEE Producer registration number WEE/FF5605UX.
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